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MAGNETOSTRICTIVE 

DELAY LINES 


WITH INTERFACE ELECTRONICS 


AVAILABLE AS COMPONENTS 


LOW COST COMMERCIAL delay 
lines offer the lowest price 
per bit of any high-speed fast- 
access memory device. Tailor 
made lines can be mounted on 
customer pc boards with in¬ 
put and output transducers 
matched to available circuits. 
Delays from a few microsec¬ 
onds to 15 milliseconds are 
available 


DISCRETE COMPONENT elec¬ 
tronics can be mounted with¬ 
in delay line case or using 
conventional printed circuit 
board construction. Circuits 
include input gating, line driv¬ 
ers, linear read amplifiers, 
NRZ or bipolar detectors and 
re-timing flip flops 


INTEGRATED CIRCUITS permit 
exceptional volumetric effi¬ 
ciency, (more than 100 bits 
per cubic inch) at low cost 
and with complete compatibil¬ 
ity with various 1C manufac¬ 
turers. Lines can be synchro¬ 
nized to external clock or 
provided with internal crystal 
oscillator 


HERMETICALLY SEALED lines 
are recommended for critical 
commercial and industrial ap¬ 
plications requiring reliable 
operation in uncontrolled en¬ 
vironments. Bit rates to 3 me 
using NRZ techniques and 1.5 
me using RZ or bipolar record¬ 
ing are available 


FULL MIL SPEC units are quali¬ 
fied to aircraft (MIL-E-5400), 
shipboard (MIL-E-16400) and 
aerospace specifications offer¬ 
ing continuous operation un¬ 
der severe shock and vibration 
over wide temperature ranges 
(—55°C to +125°C). Tapped 
lines and wide adjustment 
lines are available 


SPECIAL ELECTRONICS can be 
provided for extraordinary ap¬ 
plications. Typical is analog 
system shown which stores 
analog information for multi¬ 
ples of 15 milliseconds using 
f-m techniques with clock for 
drift-free, wide-range opera¬ 
tion 


OR IN COMPLETE MEMORY AND INFORMATION PROCESSING SYSTEMS 


SIGNAL PROCESSORS such as illus- 
trated Deltic (DElay Line Time Com¬ 
pressor) correlator take advantage 
of information storage capability of 
delay lines operating in both analog 
and digital modes. Compression 
techniques permit speeding up or 
slowing down of information for 
real-time processing. 


SPECIAL SYSTEMS designed to per¬ 
form simple and complex logic func¬ 
tions on various types of information 
are custom made to meet specific 
requirements at DDI. Many such sys¬ 
tems are described in DDI applica¬ 
tions notes available free from your 
local DDI representative. 


DATA BUFFERS can be operated in 
word-serial, bit-parallel configura¬ 
tions with synchronous word rates 
to 3 me using any word size. System 
shown stores 10,000 words of 11 
bits in 10 milliseconds and plays 
back asynchronously at any rate from 
0 to 100 words per second 


Consult your Digital Devices representative for further information 
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What is a Magnetostrictive Delay Line? 

It is a device that imparts a time 
delay in the transmission of an electri¬ 
cal signal. The signal is said to be 
“stored” while being delayed. By intro¬ 
ducing signals in serial form, and apply¬ 
ing electronic amplification to reshape 
delayed signals for recirculation, long 
term storage of large quantities of in¬ 
formation is achieved. Bits are added, 
removed or altered by applying appro¬ 
priate logic functions. 


How do they work? 

In a magnetostrictive delay line, elec¬ 
trical signals are converted to acoustic 
energy by an input transducer that sends 
a stress wave down a tape and/or wire 
travelling at the speed of sound. At the 
other end, an output transducer converts 
the acoustic wave to an electrical signal 
for amplification, reshaping and logic- 
controlled recirculation. Ask your DD 
representative for your free copy of 
Delay Line Application Notes. 


Why Digital Devices, Inc.? 

DDI boasts a highly experienced en¬ 
gineering staff working with skilled tech¬ 
nicians and production personnel and the 
finest equipment available to develop 
and manufacture delay lines to meet 
virtually any customer specs. A few 
standard packages are listed below. All 
solid-state electronic modules are avail¬ 
able at low cost. Lines and cards are 
available as separate products or in 
completely integrated memory systems. 


MAGNETOSTRICTIVE DELAY LINE CHARACTERISTICS 


LINE STRESS JjJJSv n ^. A . X v 

STYLE MODE' DEEAY DEEflY 

jttSGC fiS 6C 


MAX BIT RATE FOR SPECIFIED DELAY 


NON RETURN TO ZERO 


PHASE REVERSAL 


RETURN TO ZERO 


MIN 

DELAY 


MAX 

DELAY 


MIN 

DELAY 


MAX 

DELAY 


MIN 

DELAY 


MAX 

DELAY 


DELAY DRIFT 3 M sec 


DELAY 
ADJ. 

,usec 15-35 C 5-45°C 0-60°C 


201 


202 


203-1 


203-2 


203-3 


204-1 


204-2 


205-1 


205-2 


32 


50 


750 


2000 


50 


3000 


50 


32 2.5 Me 2.1 Me 1.5 Me 1.2 Me 1.3 Me 


50 


2.1 


2.0 


750 2.3 


2.0 


2000 2.0 


1.5 


3000 


1.5 


NA 4 


3000 2.3 


1.9 


6000 1.9 


4500 2.3 


4500 10,000 1.8 


NA 5 


1.8 


NA 5 


1.3 


1.25 


1.15 


1.1 


1.25 


1.2 


1.25 


1.1 


1.2 


1.15 


1.1 


0.9 


1.2 


0.8 


1.1 

0.7 


1.1 Me 


VAR 2 .11 


1.1 


1.0 


1.15 


1.1 


1.1 


1.0 


1.0 


0.8 


1.15 


1.1 


1.1 


NA 5 


1.15 


0.9 


0.9 


NA 5 


±2 


±4 .06 


±4 


.13 


±4 .07 


±4 .18 


.20 .30 


VAR 2 .16 .31 .47 


±2 .03 .08 .17 


±2 .06 .13 


.13 


.23 


.14 


.37 


.36 


.10 .17 


.30 


.28 


1. L = Longitudinal, T = Torsional. 

2. Continuously variable over specified range. 

3. Over specified temp range for max delay. 


4. Not recommended for NRZ. 

5. Not recommended for RZ or NRZ. 


ORDERING INFORMATION 

Free delay line check sheets are 
available from DD or your local rep¬ 
resentative to assist you in furnish¬ 
ing full specifications with your de¬ 
lay line requests for quotation. 


LINE 

STYLE 



PACKAGE DIMENSIONS 
C D E 


201 11 1J4 % 3 A 10% %2 Ufr 

202 15 1^ % % 141j & 1% 

203-1 4>2 $A % IK 3% % 3_A 

203-2 4 M 5^ % l'A 3% % 3 % 

203- 3 4>2 5>2 % VA 3% % 3'A 

204- 1 7V 2 8V 2 % 1 M 6A % 6kT 

204- 2 l'A 8V 2 % l'A 6A % 6A 

205- 1 10J^ 11J* % l'A 8 3 A l'A 1V 2 

205-2 10 y 2 liy 2 % iy 2 8 3 A l'A l'A 

NOTES: 

1. All mounting holes are threaded #6-32 through. 
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MAGNETOSTRICTIVE 
DELAY LIIMES 



ECONOMICAL . . . Magnetostrictive delay lines are lower in initial cost and 

require less auxiliary circuitry. Lower power consumption. 


FAST.Bit rates in excess of 2 megacycles are readily accommo¬ 

dated with conventional magnetostrictive delay lines. Access 
times depend on storage capacity. 

FLEXIBLE.Delay line manufacturing techniques offer users a continu¬ 

ous range of bit capacities from 1 bit to tens of thousands 
in a single unit. Operation can be synchronized with system 
clocks. 


DEPENDABLE . . . Absence of wearing parts gives delay lines unlimited life 

without maintenance. They are ready for use instantane¬ 
ously without warmup or startup time. 

ADAPTABLE .... Delay lines can be adapted to a wide variety of digital and 

analog applications over a wide range of environmental 
conditions. Modern packaging techniques provide compact¬ 
ness with extreme form factor flexibility. 

EXPANDABLE . . . Memory systems are readily expanded by adding more 

delay line elements. A number of lines may be operated in 
parallel, or “corner turners” applied where word parallel 
operation is desired. 

AVAILABLE .... Fast deliveries, with or without electronics, can be offered 

and fulfilled. Even special prototypes can be produced 
quickly and economically. Production costs are extremely 
low for quantity orders. 
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Application Note No. J 



PROBLEM : Provide accurate delay of 
analog information for long periods 
of time with continuous recirculation 
including timing pulses to indicate 
start of information. 


APPLICATIONS: Correlation studies, 

radar de-fruiting, temporary storage 
and recirculation for display, tem¬ 
porary storage to allow recording 
systems to accelerate to operating 
speed, storage for delayed digitiz¬ 
ing and for slow speed recording of 30 Millisecond Analog Delay Line 
high-speed transient data. 



SOLUTION : The accompanying photograph shows Digital's solution to the prob¬ 
lem of precise analog delays. Timing information is superimposed on the 
same delay line as the data, using double amplitude for the timing pulse to 
ensure reliable separation. 

Bandwidths of 1 me with delays up to 15 msec are possible with a single 
line. Greater delays, of short duration information can be handled by 
"counting" timing pulses and gating, the information out after an appropriate 
number of recirculations. Greater delays of information lasting longer than 
the basic line delay can be handled by using lines in tandem. 

Analog information is first "digitized" by fm techniques and appropriate 
shaping so the fm crossovers appear as fast-rising logical changes at the 
input and output terminals of the system. 

As illustrated in the photograph, read/write amplifiers and all necessary 
logic can be housed within the delay line case. A limited number of taps 
may be attached to the line for special timing purposes. 



























30-MILLISECOND ANALOG DELAY LINE 
(continued) 


Page 2 


The block diagram below shows, in somewhat simplified form, the circuit 
components required. For simplicity, the separate sets of transducers are 
used, one for the information channel and one for timing. Timing pulses 
are of double amplitude so they can be distinguished from the information. 
In the standard system the single timing pulse is also accepted by the in¬ 
formation detector, but it can be eliminated logically from the information 
output if required. 

Multivibrator MV^ is a one-shot circuit adjusted to remain on_for almost 
the period of the line. Together with the nand gate, this excludes noise 
and any spurious pulses generated by the detector from being recirculated. 
If no start pulse is used, MV^ is connected as an astable multivibrator and 
the system is self-starting and operates continuously. 

Multivibrator MV2 shapes the leading edge of MV^'s output for producing 
the double amplitude input through the timing channel write amplifier. 

Divider X produces an output pulse after a predetermined number of timing 
pulses (recirculations) have been counted. This pulse sets the flip-flop 
and routes the information to the output terminal instead of the information 
channel write amplifier. 
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Interface Electronics for Magnetostrictive Delay Line Systems 


Magnetostrictive delay lines 
are ideally suited as storage 
devices for digital data pro¬ 
cessing systems. With ap¬ 
propriate electronics they 
c a n be made to operate in 
exact synchronism with any 
stable clock at bit rates up 
to 2 me and higher. 



In any delay line storage, 
buffer or memory system 
(these three terms are often 
used interchangeably) there 
are four basic types of elec¬ 
tronic circuits: 1) the Write 
(or record) Amplifier; 2) the 
Read (or playback) Amplifier; 

3) the Detector; and 4) the re-timing circuit. Their names convey their func¬ 
tions, as illustrated in the simplified block diagram shown below. 


Typical DDI delay line buffer system 
offers 2000-bit capacity 


Typically, the write amplifier contains a two-input NOR gate to accept logic 
levels or pulses from external sources or from the delayed output of the system 
for recirculation. The write amplifier features high input impedance to mini¬ 
mize loading on external circuitry. Its output impedance is adjusted to match 
the impedance of the delay line input transducer. 


The read amplifier applies linear amplification to the low-level signal induced 
in the output transducer, raising signal levels to several volts for driving the 
detector. Detectors vary depending on the mode of recording used. Details of 
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Block diagram of delay line memory system using DDI interface electronics 





















































the various recording modes and their detection techniques are contained in 
another DDI Application Note. 

The re-timing circuit compensates for any timing variations that occur during 
the system delay, placing information back in exact synchronism with the sys¬ 
tem clock — usually a crystal-controlled source of high stability. 

Digital Devices Circuit Modules 

Digital Devices, Inc. offers a complete line of modules designed specifically 
for use with high-performance magnetostrictive delay lines. Through the use 
of off-the-shelf circuits, a wide variety of systems may be fabricated quickly 
and inexpensively. 

Schematic diagrams of typical standard circuits are shown below. Input and 
output logic levels are 0 volts - 0.5 volt and -4 volts to -15 volts (positive 
voltages are accomodated with npn transistors in identical circuits). Experi¬ 
enced circuit designers will notice the use of techniques that minimize effects 
of component aging and power supply fluctuations on circuit performance. 

Circuits of the type shown may be purchased from DDI as individual units or 
in completely integrated systems designed by DDI engineers to do specific 
functions to customer specifications. Typical of such systems are digital data 
buffers for tape formatting and communications applications, digital and analog 
time compression and expansion systems, correlators and many more. 

DDI packages are available in commercial and full MIL spec packages, includ¬ 
ing systems for air and missile-borne applications. 



Typical interface electronics circuits for use with magnetos trictive delay lines 
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Storage Limitations of Clocked Magnetostrictive Delay Line Loops 


The delay time of each reclocked module in a serial memory may be temperature 
or frequency-limited and, for maximum capacity at lowest cost, should be cho¬ 
sen to take simultaneous advantage of both characteristics. 

Figure 1 illustrates the maximum attainable bit rates for the three major record¬ 
ing modes in each of three standard-sized packages. A comparison between 
curves shows that large package size is consistent with maximum utilization of 
material bandwidth for large amounts of storage. Pulse distortion, primarily 
low-frequency dispersion, affects NRZ most seriously and eventually (at long 
delays - see dotted portion of curve) causes detection of information to become 
unreliable. Phase reversal operation, through use of a clock-energized polarity 
gate, is least affected. 

Controlled-temperature operation is seen to have no effective storage limit (at 
least for Phase Reversal operation) in the range considered. An upper limit of 
storage occurs at approximately 20,000 bits where insertion loss (which in¬ 
creases at 2 db/msec in large packages) causes drive power and amplification 
requirements to become unreasonably severe. 

Temperature limitations on delay line length stem from a delay drift character¬ 
istic which is proportional to delay length, independent of package size, and 
is a parabolic function of temperature. A typical A delay vs. temperature 



Fig. 1 - Maximum Attainable Bit Rates for Standard DDI Delay Lines 


























































characteristic (for a 3000-microsecond delay line) is shown in Figure 2. The 
temperature scale is shown as a "deviation from center" rather than an absolute 
scale because the "center" of the curve may be placed anywhere in the range of 
-40° to + 80°C by proper preparation of material. 

The period available for reclocking of delayed information is proportional to bit 
rate. Factors which must be taken into account in an analysis of the time avail¬ 
able for temperature drift include (a) variation of crystal clock frequency with 
temperature; (b) temperature-variable phase shift in the read amplifier, (c) 
trigger variations due to hysteresis in detector circuitry, (d) variations in 
trigger level (causing shifts in delay since the delay line output waveform has 
a finite rise time) and, (e) pattern sensitivity in the delay line. The last fac¬ 
tor is presumed to be small on the basis that the delay line has sufficient band¬ 
width for the requirement. Figure 3 shows effects of phase dispersion. 

Assessment of currently available circuitry and delay lines has shown that an 
effective production limit of 10,000 bits may be achieved for a temperature 
range of 40°C with a delay line 5000 microseconds long operating at 2 mc/s. 
The delay variation obtained is typically - 0.1 microseconds and properly de¬ 
signed circuitry has kept all other shifts down to .100 microseconds. Larger 
amounts of storage in a serial memory may be obtained by cascading modules 
of 10,000 bits each with reclocking performed after each module; there being 
no limit to this process. 



Deviation in degrees centigrade 



Fig. 2 - Typical Delay vs. 
Temperature Curve 


Fig. 3 - Waveforms Showing 
Effects of Dispersion 
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Delay Line Time Compressor 


Delay lines can be used to improve sig- 
nal-to-noise ratios for real-time infor¬ 
mation processing techniques such as 
cross-correlation and auto-correlation 
and spectrum analysis. In such appli¬ 
cations, small "bites" or samples of 
repetitive low frequency signals are 
taken and stored in the delay line or 
lines. When a complete cycle of the in¬ 
coming signal has been thus assembled, 
the continuously recirculating content 
of the delay line represents a "squeezed" or compressed replica of the longer 
period incoming signal — thus the term DElay Line Time Compressor, or DELTIC. 

Asa practical example, consider an incoming signal with a 1 second period that 
is to be compressed to 1 millisecond. For this purpose a 1 msec delay line is 
used. The line might typically be divided into 1,000 segments of 1 usee each. 
At the beginning of the incoming signal cycle, a sample is made and the result 
stored in the first available storage "cell" of the delay line. Sampling is then 
interrupted as the stored information travels down the line and finally reaches 
the recirculation electronics where it is reconstituted and placed back into the 
line for recirculation. 

Immediately after the passage of the last sample, the incoming signal is again 
sampled (l msec plus 1 usee later) and the result stored in the next "cell" and 
so on. After 1,000 recirculations of the line (l msec times 1,000, or 1 sec) 
the entire cycle of the incoming signal has been squeezed into the 1 msec line 
and a condensed version of it is continuously available at a 1-kc rate. Thus 
the duration of the incoming sample has been reduced by a factor of 1,000 and 
the frequency components of the signal have been increased by the same factor. 

In cross correlation, the compressed signal can then be compared with similarly 
compressed reference information with discrete changes in relative phase for 
each recirculation. A complete correlation may be plotted during the time re¬ 
quired for a single cycle of the incoming signal. In spectrum analysis, com¬ 
parison of the compressed signal is performed with respect to variations in fre¬ 
quency. 

In high-speed auto-correlation, where the incoming signal is compared with de¬ 
layed replicas of the same signal, deities again prove their usefulness by 



























providing means for storing both signals and,through the use of precession (introduc¬ 
ing a small fixed delay in the recirculation loop of the reference line) to provide the 
necessary timing for the process. 

Delay lines may be used in series to increase compressed signal time or in parallel 
to increase sample resolution. Single lines can provide delays of up to 15 msec. 
With shorter lines, sample rates of 1 me are practical. A 10-msec line operating at 
a 1 me rate would thus store 10,000 1 -usec samples. 

A typical "one bit" delay line time compressor is diagrammed in Fig. 1 . Two lines are 
used, one for storage and one for timing. The first sample is gated into the storage 
line via A 4 and Ag. When the stored data reaches the end of the storage line, it is 
amplified and returned to the input of the line via Ag (which is enabled due to the in¬ 
verter) and Ag. During the following cell time the timing gate pulse appears at the 
output of A 3 , enabling input gate A 4 and disabling recirculation gate Ag (interrupting 
old data during that cell time.) Once filled, the output of the storage loop is a con¬ 
tinuous, repetitive, accelerated version of the most recent cycles of the input wave¬ 
form. Figure 2 shows a block diagram of a cross correlator using delay lines for time 
compression and timing. 

Delay lines can similarly be used as time expanders by sampling a high-frequency 
phenomenon at the lines basic sampling range and feeding the samples out at the line's 
recirculation rate, thus achieving a slowdown in the ratio of the line length to the 
storage cell time. 

In the previous examples "one bit" information has been assumed. For greater resolu¬ 
tion signals are normally digitized to the required resolution and accuracy. The re¬ 
sulting digital numbers may be entered serially into the line reducing the capacity and 
rate of the line) or a number of lines may be used in parallel and the digital informa¬ 
tion applied to the system broadside at the basic sampling rate. 
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Recording Modes for Magnetostrictive Delay Line Memories 


Most magnetostrictive delay line 
systems employ one of four record¬ 
ing modes. These are illustrated 
at right and discussed below. 

RZ or PULSE Recording uses pres¬ 
ence of a pulse to indicate a logic 
1 and absence for a "0". Inform¬ 
ation is recovered by triggering a 
one-shot at some level above the 
baseline. Operating bit rate limi¬ 
tations are based on the "triplet" 
response, typically 1 microsec¬ 
ond for delay lines up to 5 milli¬ 
seconds in length, for 1 megacycle 
operation. Signal to noise ratios 
of 10 to 1 are achievable with this 
mode, but amplitude variations 
over wide temperature ranges pre¬ 
clude its use with delay lines 
longer than 10 milliseconds. 

IBM NRZ Recording utilizes the 
edge response of a delay line to 
denote a logic 1. Input informa¬ 
tion changes polarity for each "1" 
and remains in its previous state 
for a "0". Triggering a flip-flop 
on and off at the two levels shown 
reconstitutes the input code. A 
2:1 speed advantage occurs through 
use of this recording mode, since 
a bit of information is represented 
by a single change of state (in¬ 
stead of the two changes required 
for RZ recording). Noise margins 














































































are half those exhibited by the RZ mode since noise associated with a triplet 
produced by a double "1" pattern) must be compared against the lower ampli¬ 
tude of the edge-response doublet. Detection at two sensing levels instead 
of one requires the use of more carefully designed circuitry, as a tradeoff for 
the higher bit rates achievable (generally in excess of 2 me). 

NRZ Recording , or Level Logic Recording, may be used without code conversion 
at the input. The edge-response doublet produced by the delay line is utilized 
in the same way as the IBM NRZ system and a two-level flip-flop reconstitutes 
the input code. Operating margins are identical to the IBM NRZ system as is 
the 2:1 advantage in bit rates. 

Direct recording of frequency-modulated data may be accomplished through the 
use of this mode since all information is carried by the location of the zero 
crossing. Such FM data may be amplified and clipped symmetrically and intro¬ 
duced to the delay line as an NRZ code. The identical pattern is recovered 
after detection and filtering may be employed, if necessary, to bring the output 
data back to the exact input form. 

Phase Reversal or Bi-Polar Recording is similar to RZ except that a logic 0 is 
recorded as a pulse of polarity opposite to that recorded for a logic 1. The 
level detection schemes required for the modes described above is replaced by 
a clock-synchronized polarity gate, greatly increasing operating levels. This 
mode exhibits distinct advantages when delay lines are to be operated under 
substantial shock or vibration conditions, or when wide temperature variations 
interfere with level detection techniques. Bit rates are limited to a 20-percent 
increase over those achievable with conventional RZ (and are thus considerably 
lower than NRZ) but error-free performance can be obtained in hostile environ¬ 
ments . 

Summary and Conclusions . Comparison of the four modes yields these guide¬ 
lines: Either of the NRZ techniques will yield maximum operating speed and 
consequently maximum storage, provided that detection can be accomplished 
over the required temperature range. A single delay line can provide 10,000 
bits of storage for a 40°C temperature range where shock-induced noise is not 
likely to occur. 

RZ recording provides twice the environmental tolerance of NRZ, but at half the 
speed. Phase reversal recovers some of the speed advantage and provides 
maximum performance margins for systems required to operate over temperature 
ranges of -55°C to +125°C or during shocks exceeding 200 g. 

Digital Devices, Inc. , offers a complete line of interface electronics modules 
for operating in each of the above mentioned modes. Components are arranged 
to facilitate modifications to accommodate variations. Customers may specify 
input and output codes, bit rates and operating conditions and DDI engineers 
will recommend optimum interface electronics. 








